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Notice: CommScope disclaims any liability or responsibility for the results of improper or unsafe installation, inspection, maintenance, or removal practices.
Aviso: CommScope no acepta ninguna obligación ni responsabilidad como resultado de prácticas incorrectas o peligrosas de instalación, inspección, mantenimiento 
o retiro. Avis : CommScope décline toute responsabilité pour les conséquences de procédures d’installation, d’inspection, d’entretien ou de retrait incorrectes ou 
dangereuses. Hinweis: CommScope lehnt jede Haftung oder Verantwortung für Schäden ab, die aufgrund unsachgemäßer Installation, Überprüfung, Wartung oder 
Demontage auftreten.
Atenção: A CommScope abdica do direito de toda responsabilidade pelos resultados de práticas inadequadas e sem segurança de instalação, inspeção, 
manutenção ou remoção. Avvertenza: CommScope declina eventuali responsabilità derivanti dell’esecuzione di procedure di installazione, ispezione, manutenzione 
e smontaggio improprie o poco sicure.

CommScope
1100 CommScope Place SE P.O. Box 339, Hickory, NC 28603-0339
(828) 324-2200 (800) 982-1708
www.commscope.com

Customer Service 24 hours
North America: +1-800-255-1479 (toll free)
Any country: +1-779-435-6500
email: acicustomersupportcenter@commscope.com
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Tighten 4-off M4 screws, 
fully torque to 2.5Nm 5%

Do not remove
foam absorber 

Do not remove
protective tape
until ready to
install OMT

Apply grease to
surfaces indicated
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Vertex Plate Assembly

Leave the feed in it's protective
packaging until ready to install in antenna.

Tool Requirements

Tools Required Bolt Diameter in MM

M4 M6 M8
Ring and Open spanner (A/F) 13mm

Torque Wrench 2.5 - 19.0 Nm

Sockets (A/F) 13mm
Allen Sockets (A/F) 13mm

Allen Key (A/F) 3mm 5mm

General Toolbox



After assembly, remove excess grease 
from internal reflector surface.

Feed Fitting

Tighten 6-off flanged M8 
screws, fully torque to 
19.0Nm 5% after final 
alignment

Align timing slot in adaptor
plate with notch in hub
mounting ring casting

Finger tighten 6-off 
flanged M8 screws

Protect feed
from damage
at all times

(6GHz to 15GHz only)
Align spring pin in feed hub
with slot in adaptor plate.

Secure feed with 4 M6
screws and washers, 
torque to 7.7Nm 5%
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REFER TO SAFETY NOTE ON PAGE 5

Prior to feed attachment, carefully 
tilt antenna upright and hold in 
position.
Ensure antenna is not distorted or 
damaged.



Insert guywires  
through 3 holes 
in reflector

Ensure guywires are
seated correctly and 
sleeve inserted through hole

INSTALLATION 
INSTRUCTIONS

7801216
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Guywire Fitting



Insert guywires into 
slots and locate in 
grooves

Rotate guywire ring
to align with holes in 
reflector
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