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MountFeed
Shield omitted for clarity

Shield Radome

USX8 shown for illustrative
purposes only

 Always read the entire manual before commencing installation 
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Tightening of hardware
It is recommended that all hardware is tightened to the torques specified in table 3.
The integrity of the completed assembly depends on all fasteners being properly tightened.

Table 3: Fastener Torque Specifications

INSTALLATION 
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Tools Required
M6 M8 M10

Ring and Open spanner (A/F) 10mm 13mm 17mm

Torque Wrench 7.7Nm - 38Nm

Sockets (A/F) 10mm 13mm 17mm

General Toolbox

Fastener material
Fastener size

M6 M8 M10

Stainless Steel
N-m 7.7 19 38

lbf-ft 5.7 14 28

Galvanized
N-m - - 38

lbf-ft - - 28
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Components



Supplied Components
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Item Description Remarks

A1 Shield Assembly (part number *-1)

A2 Shield Assembly (part number *-2)

A3 Shield Assembly (part number *-3)

A4 Shield Assembly (part number *-4)

B Shield Ring

C Joint Plate
D Shield Ring Hardware Kit

D1 M10 x 30 Hex Hd Screw - sst, pass

D2 M10 Nut  - sst, pass

D3 M10 Flat Washer - sst, pass

D4 M10 Large Flat Washer - Alum

D5 M10 Lock Washer - sst, pass

D6 M6 x 16 Flanged Hex Hd Screw - sst, pass

D7 M6 Flanged Nut - sst, pass

E Shield Hardware Kit
E1 M6 x 16 Flanged Hex Hd Screw - sst, pass

E2 M6 Flanged Nut - sst, pass

F Shield/Reflector Hardware Kit
F1 M8 x 25 Hex Hd Screw - sst, pass

F2 M8 Large Flat Washer - sst, pass

F3 M8 Lock Washer - sst, pass

F4 M8 Nut - sst, pass
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Components



A1
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A4
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Note orientation 
of overlap
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SHIELD ASSEMBLY SEQUENCE

Match numbers 
on shield edging



A1

A2
A3

A4

E1

E2

Loosely assemble shields 
to allow adjustment on the 
reflector

Take care to avoid damage
Carefully peel back RF 
absorber to insert fasteners

D2
D5 D3 C

D4
D1

D6

D7
B B D7

D6
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Red Tape

Support Reflector
Keep clear of ground

F1

F2

F3

F4

M8-Starting at the middle of each segment tighten to a torque of 19Nm 5%

M6 - Tighten to a
torque of 7.7Nm  5%

M10 - Tighten to a
torque of 38Nm  5%

M6 - Tighten to a
torque of 7.7Nm  5%

INSTALLATION 
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