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a) Set panel on screws (2)

c) Tighten screws (4)

Strip outer cable jacket
6RU = 147 inches
2RU =  129 inches

Remove rear door Remove shipping
screws

Partially install screws (2)
at determined panel height

Rotate drawer clockwise while
unwinding �ber cables

Separate and gather 144 �bers
making sure there are no twists in �ber

Apply two wraps of electrical
tape over ends of subunits

Slide mesh sleeve
over subunitsCut mesh sleeve

6RU = 112 inches
2RU = 94 inches

Mesh sleeve detail

Route �ber cable
into cabinet to

determine
 breakout length

Set drawer on table

Mark clamp
point

Clamp point
Route �ber

cable beyond
clamp point

6RU 147”
2RU 129”
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b) Secure panel with 12-24 screws (2)
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Install felt tape loosely over end of mesh sleeve.
This will be tie down point on splice tray.
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Repeat procedure for
remaining subunits

(CLICK) (SCAN)

Ultra Density Splice (UDS) Panel

Installation Guide
(YouTube Videos Available)TC-96218-IP · Rev C · September  2018

NOTE:NOTE: This document shows the UDS being installed in a cabinet.

6RU: 864 Patch/Splice
2RU: 288 Patch/Splice
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https://www.youtube.com/playlist?list=PLtNgUjhC9bF2rEAmgZUeZSWT4o3en3kVs
https://www.youtube.com/playlist?list=PLtNgUjhC9bF2rEAmgZUeZSWT4o3en3kVs
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Make sure bare �bers are equal
lengths of 26” from tie down points

Secure cable to panel
using cable clamps (2)

Set ribbons aside
(one shown for simplicity

Route subunits through
entrance grommet

Route subunits to
splice trays following same path

as cassette �bers

Splice holder rotation direction
is always away from splice tray

Splice per
local practice

Route patch cords through side
cable management

Route drawer counter-clockwise
to windup the cable

Install drawer in
middle panel position

Re-install
rear door

Remove splice
trays

Tie down
points

Remove splice
tray cover
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Attach mesh sleeve to cable

using electrical tape

26 Inches

Cassette
�bers

Subunits

(CLICK)
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