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Cleaning and Inspection Kit, Fiber Optic

Product Classification
Regional Availability Asia    |   Australia/New Zealand    |   EMEA    |   Latin America    |   North America

Portfolio CommScope®

Product Type Fiber cleaning and inspection kit

General Specifications
Compatible Interface LC    |   MPO    |   SC

Packaging and Weights
Included Carrying case    |   Fiber cleaning solution, 3 oz    |   Forty cleaning swabs, 1.25 mm    |   Forty cleaning 

swabs, 2.5 mm    |   HD4i Digital Display    |   Instruction sheet    |   LC Bulkhead Probe Tip    |   LC Duplex 
FMAE Series Probe Adapter    |   LC I.B.C.    |   LC and SC Simplex Couplers    |   MPO coupler, aligned-
keys    |   MTP/MPO Bulkhead Probe Tip    |   MTP/MPO I.B.C    |   One slot reel cleaner    |   P5000i inspection 
probe with universal 2.5mm tip and barrel assembly for FBP and FiberChek Probes    |   SC Bulkhead Probe 
Tip    |   SC I.B.C.    |   Universal 1.25mm Patch Cord Tip    |   Universal Flare Adapter for FMAE Probe 
Aadapters    |   VFL with 1.25 mm and 2.5 mm Adapter Caps

Regulatory Compliance/Certifications
Agency Classification

CHINA-ROHS Below maximum concentration value

ISO 9001:2015 Designed, manufactured and/or distributed under this quality management system

REACH-SVHC Compliant as per SVHC revision on www.commscope.com/ProductCompliance

ROHS Compliant

Included Products

1918803-1
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1918803-1 – One slot reel cleaner for 1.25 mm and 2.5 mm ferrule connectors, MPO/MTP without pins 
(female), and MT-RJ without pins (female)

1918809-1 – Fiber Optic MTP/MPO IBC (In Bulkhead Cleaner)

2064499-1 – Fiber Optic SC IBC (In Bulkhead Cleaner)

2064500-1 – Fiber Optic LC IBC (In Bulkhead Cleaner)

760249056
VFL with 2.5mm & 1.25 mm 
Caps

– Fiber Optic Visual Fault Locator with 2.5 and 1.25 mm Adapter Caps, for connectors such as 
SC, ST, FC, LC and MU


